
Before using, read, understand and comply with the information and precautions in the Safety Data Sheets, label and other product literature. The information presented herein, while not guaranteed, 
was prepared by technical personnel and, to the best of our knowledge and belief, is true and accurate as of the date hereof. No warranty, representation or guarantee, express or implied, is made 
regarding accuracy, performance, stability, reliability or use. This information is not intended to be all-inclusive, because the manner and conditions of use, handling, storage and other factors may involve 
other or additional safety or performance considerations. The user is responsible for determining the suitability of any material for a specific purpose and for adopting such safety precautions as may 
be required. Vanderbilt Minerals, LLC does not warrant the results to be obtained in using any material, and disclaims all liability with respect to the use, handling or further processing of any such material. 
No suggestion for use is intended as, and nothing herein shall be construed as, a recommendation to infringe any existing patent, trademark or copyright or to violate any federal, state or local law or 
regulation.

PROTOTYPE FORMULA

Moisturizing Lotion with Sunscreen No. 567                                                     
  Wt.% 

A 

VEEGUM® Ultra Magnesium Aluminum Silicate   1.0 
Water 77.3 
Glycerin, 96%   2.7 
Zinc Oxide (Zinc Oxide Neutral1)   2.0 

 

B  

Glyceryl Stearate (and) Ceteareth-20 (and) Ceteareth-12 (and) Cetearyl 
Alcohol (and) Cetyl Palmitate (Emulgade® SE-PF2) 

  6.0 

Glyceryl Stearate (Kessco™ GMS Pure3)   2.0 
Caprylic/Capric Triglyceride (Neobee® M-53)   5.0 
Mineral Oil, USP/NF Grade   2.0 
Octyl Methoxycinnamate (Neo Heliopan® AV1)   2.0 

 
C Preservative, Fragrance    q.s. 

 
 

Procedure: While heating the water to 85°C, slowly add the VEEGUM® Ultra while mixing at 
maximum available shear. Mix until fully hydrated. Add the remaining water phase ingredients, 
mixing until the zinc oxide is uniformly dispersed. Maintain the water phase at 85°C. Blend the Part 
B oil phase ingredients and heat to 85°C. Add the oil phase to the water phase with good agitation; 
mix until uniform. Cool with mixing; add the Part C ingredients when the emulsion is <30°C. 
 
 
 

RAW MATERIAL SUPPLIERS 
1Symrise, Teterboro, NJ 
2BASF Care Creations, Florham Park, NJ 
3Stepan Company, Northfield, IL 

TRADEMARKS 
VEEGUM is a registered trademark of Vanderbilt Minerals, LLC. 
Emulgade is a registered trademark of Cognis GmbH Corporation. 
Kessco is a trademark of Stepan Company. 
Neobee is a registered trademark of Stepan Company. 
Neo Heliopan is a registered trademark of Haarmann & Reimer GmbH. 
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